


LCD TFT
passenger information displays

FULL HD

The high resolution matrix displays any timetable formats, graphics, 
animations and video in color.

TAILORED
Adjusting the screen size and designing the device to your needs.

HIGH BRIGHTNESS 500-3000 nits
High brightness for better reading of information up to 3000 nits, as well as 
a built-in brightness sensor that adjusts the intensity of brightness LCD TFT 
screen.

5 YEARS LIFETIME
Service life 5 years, MTBF 80 000 hours, possible extension of the warranty.

EASY INTEGRATION
Easy integration with any system – open communication protocols.

PROTECTION
Protection adapted to the environment and customer needs, IP42 to IP65, 
IK07 to IK09. Anti-vandal sensor, glass break sensor, case opening sensor, 
shock sensor, dust and water protection, no-visible camera etc.

customize colors and design



main station displays arrival / departures displays platform displays platform entrance displays

TYPE WGS_3X1 WZS_55 WZS_55_Z (with clock) WKR_46 WKR_46_Z (with clock) WPW_32

Technology LCD TFT LCD TFT LCD TFT LCD TFT LCD TFT LCD TFT

Resolution 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080

Screen size [inch] 3 x 46” 55” 55” 46” 46” 32”

Luminance [nits] 2500 500 - 2500 2500 2500 2500 500 - 2500

IP protection IP42 IP55 / IP65 IP55 / IP65 IP55 / IP65 IP55 / IP65 IP55 / IP65

Temperature [°C] -10°/+45° -10°/+45° -10°/+45° -40°/+55° -40°/+55° -40°/+55°

MTBF [h] 80 000 80 000 80 000 80 000 80 000 80 000

Vac supplay 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz 

Anti-vandalizm      

Anti-vandalizm      

Brightness sensor      

Glass break sensor      

Case opening sensor      

Anti-reflective glass      

Control system DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT

Options Digital / analog Clock 
Camera 
Redundant power supplay

Digital / analog Clock 
Camera 
Redundant power supplay

Digital / analog Clock 
Camera 
Redundant power supplay

Digital / analog Clock 
Camera 
Redundant power supplay

Digital / analog Clock 
Camera 
Redundant power supplay 
one side / double side

Digital / analog Clock 
Camera 
Redundant power supplay 
one side / double side

Total size [mm] 3200 x 1100 x 162 (+/-30) 1400 x 1000 x 200 (+/-30) 1400 x 1150 x 200 (+/-30) 750 x 1200 (+/-30) 750 x 1550 x 200 (+/-30) 540 x 820 x 155 (+/-30)

LCD TFT passenger information displays



tunel displays arrival / departures displays totem style, infokiosk

TYPE WPT_3X1 WPT_3X1_Z (with clock) WOP_46_W WOP_46_F INF_46 INF_32

Technology LCD TFT LCD TFT LCD TFT LCD TFT LCD TFT LCD TFT

Resolution 5760 x 540 5760 x 540 1920x1080 1920x1080 1920x1080 1920x1080

Screen size [inch] 3 x 1/2 LCD TFT  46” 3 x 1/2 LCD TFT 46” 46” 46” 46” 32”

Luminance [nits] 2500 2500 500 - 3000 500 -3000 500 - 3000 500 - 3000

IP protection IP42/ IP55 / IP65 IP42/ IP55 / IP65 IP55 / IP65 IP55 / IP65 IP55 / IP65 IP55 / IP65

Temperature [°C] -40°/+55° -40°/+55° -40°/+55° -40°/+55° -40°/+55° -40°/+55°

MTBF [h] 80 000 80 000 80 000 80 000 80 000 80 000

Vac supplay 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz 230 V 50 Hz

Anti-vandalizm      

Anti-vandalizm      

Brightness sensor      

Glass break sensor      

Case opening sensor      

Anti-reflective glass      

Control system DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT DVI, HDMI, LAN, SERIAL PORT

Options Digital / analog Clock 
Camera 
Redundant power supplay 
double side

Digital / analog Clock 
Camera 
Redundant power supplay 
double side

Digital / analog Clock 
Camera 
Redundant power supplay

Digital / analog Clock 
Camera 
Redundant power supplay 
one side / double side

Digital / analog Clock 
Camera 
Redundant power supplay 
one side / double side

Digital / analog Clock 
Camera 
Redundant power supplay 
one side / double side

Total size [mm] 3200 x 480 x 324 (+/-30) 
double-sided display

3200 x 740 x 324 (+/-30) 
double-sided display

907 x 1610 x 298 (+/-30) 846 x 2350 x 300 (+/-30) 907 x 2210 x 298 (+/-30) 1040 x 1900 x 298 (+/-30)





DYSTEN – manufacturer of passenger information displays
adress: ul. Grunwaldzka 91, 41-800 Zabrze, Poland

    +48 32 376 12 60

its@dysten.pl

railway-displays.com

Dysten Sp. z o.o. reserves the right to make changes 
to its product without notice. All information is subject 
to change.


